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EKO2200L
METAL SEATED GATE VALVE 

TECHNICAL ADVANTAGES

Valve Design According to BS EN 1171-BS 5150-
EN 1074-2 
Face to Face Length According to EN 558-1 
Basic Series 3, 14&15 
Valve test according to EN 12266-1
Flange Connection According to EN 1092-2
Suitable for HVAC applications.
Guides on the wedge helps provide steady 
operation
Application fields and temperatures of EKO2200 
Series valves vary according to the selection of 
the seat. 
Please choose and order the seat material 
considering the requirements of application.
EKO2200 Series Metal seat gate valves can be 
used as ISOLATION VALVES.
Electrical actuator connection is succeeded 
with an intermediary top flange 

MATERIAL 

Body: Ductile Iron EN-GJS:500-7, EN-GJS:400 
Bonnet: Ductile Iron EN-GJS:500-7,
EN-GJS:400
Stem: SS304 as Standard (SS316, SS316L, 
SS431, SS420)
Body Seal Ring: Gunmetal LG2 (Bronze), 
Brass, Bronze
Gate: Ductile Iron EN-GJS:500-7 
Gate Seal Ring: Gunmetal LG2 (Bronze), Brass
Limit Nut: Gunmetal LG2 (Bronze)
Stem Nut: Brass, Gunmetal LG2 (Bronze)
O-Ring: EPDM
Drain Plug: SS304 (Ball Valve)

COATING

Inner and outer surface of the valve is powder 
epoxy coated (250-350 Microns) for all sizes.

VERSIONS

Can be supplied with By-Pass Valve
OS&Y Rising Stem and Non-Rising Stem 
Versions Available
Ready For Electric Actuator
With Electric Actuator
With Handwheel
With Telescopic or Rigid Extension Spindle 
2Cr13 as Standard
With Limit Switches or Position Indicators
With Operation Cap or T-Key

Remarks: Grey tones represents available options.
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EKO2200L
METAL SEATED GATE VALVE 

DN
PN

Mpa

L

L1 D D1 D2 b f n-d H1 H2 A DO Weight
BS F4 F5

700
1,0 610 430 900 480 895 840 794 32,5 5 24-31 495 1696 1156 720 1920
1,6 610 430 900 495 910 840 794 39,5 5 24-37 495 1696 1156 720 2353

800
1,0 660 470 1000 495 1015 950 901 35 5 24-34 495 1686 1156 720 2456
1,6 660 470 1000 540 1025 950 901 43 5 24-41 640 1851 1242 720 2676

900
1,0 711 510 1100 627 1115 1050 1001 37,5 5 28-34 627 2366 1423 900 3234
1,6 711 510 1100 645 1125 1050 1001 46,7 5 28-41 645 2323 1423 900 3234

1000
1,0 813 550 1200 600 1230 1160 1112 40 5 28-37 680 2611 1650 900 3330
1,6 813 550 1200 700 1255 1170 1112 50 5 28-44 680 2611 1468 900 4260

1100
1,0 813 550 1200 750 1340 1270 1218 42,5 5 32-37 720 2585 1540 900 4600
1,6 813 550 1200 750 1355 1270 1218 53,5 5 32-44 720 2585 1540 900 4650

1200
1,0 960 630 1400 800 1455 1380 1328 45 5 32-41 800 2728 1625 900 5458
1,6 960 630 1400 825 1485 1390 1328 57 5 32-50 825 2810 1625 900 5580

1300
1,0 1020 670 - 850 1675 1590 1530 46 5 36-41 820 2880 1760 720 6230
1,6 1020 670 - 850 1585 1490 1429 58 5 32-50 820 2880 1760 720 6230

1400
1,0 1080 710 - 1080 1675 1590 1530 46 5 36-44 885 3550 1980 900 7660
1,6 1080 710 - 1080 1685 1590 1530 60 5 36-50 885 2295 1980 900 7660

1600
1,0 1305 790 - 1305 1915 1820 1750 49 5 40-50 1040 4300 2000 900 7740
1,6 1305 790 - 1305 1930 1820 1750 65 5 40-57 1040 4300 2000 900 7740

1800
1,0 1630 870 - 1630 2115 2020 1950 52 5 44-50 1200 4630 2300 900 10542
1,6 1630 870 - 1630 2130 2020 1950 70 5 44-57 1200 4630 2300 900 10542

2000
1,0 1750 950 - 1750 2325 2230 2150 55 5 48-50 1248 5115 2495 1000 11530
1,6 1750 950 - 1750 2345 2230 2150 75 5 48-62 1348 5119 2495 1000 11530
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DN PN L D D1 D2 b f n-d H1 H2 Weight

400 1,0 406 565 515 480 24,5 4 16-28 298 1900 720

450 1,0 432 615 565 530 25,5 4 20-28 338 2069 790

500 1,0 457 670 620 582 26,5 4 20-28 370 2302 910

600 1,0 508 780 725 682 30 5 20-31 470 2650 1260

700 1,0 660 895 840 794 32,5 5 24-31 483 3180 1620

800 1,0 660 1015 950 901 35 5 24-34 540 3760 2263

900 1,0 711 1115 1050 1001 37,5 5 28-34 645 3820 3060

1000 1,0 813 1230 1160 1113 40 5 28-37 670 4386 3842

1200 1,0 960 1455 1380 1328 45 5 32-41 780 4890 4624

EKO2200L
METAL SEATED GATE VALVE 


